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Abstract. This paper presents a novel variable stiffness isolator designed by magnetic springs in 
parallel with linear positive stiffness spring. Firstly, the two-degree-of-freedom vibration system 
model with variable stiffness magnetic isolator is established. The amplitude frequency 
characteristic equation of the system is derived based on the multi-harmonic method, and the 
corresponding curve of the relationship between the amplitude and frequency is given. The 
influence of the current on the curve is researched. Results showed that there are two 
pseudo-resonant peaks in the amplitude–frequency curve, and one is in the low frequency band, 
the other exists in higher frequency band. The first peak does not exhibit the frequency shift, but 
the second one bends to the natural frequency obviously. With the increasing of the current, the 
peaks decrease and the backbone curve changes greatly for the second resonant crest. The 
Lyapunov exponent curve around the resonant frequency is calculated. It is shown that there is 
chaotic parameter region for the system, and chaos can be controlled with the variable stiffness 
magnetic vibration isolator according to this research, which is beneficial to the design of 
nonlinear vibration isolation system. 
Keywords: variable stiffness magnetic vibration isolator, nonlinear vibration isolation system, 
resonant frequency shift, chaotic attractor. 
1. Introduction 
The design of high-static-low-dynamic stiffness isolator has always been the main target in 
practical engineering. For the vibration isolation system with high-static-low-dynamic stiffness, it 
can reduce the linear spectra well in the low frequency band. In order to obtain the  
high-static-low-dynamic stiffness isolator, the quasi-zero-stiffness (QZS) system including 
negative stiffness structure is required urgently. There are a number of ways to achieve negative 
stiffness, but the vast majority is passive. The typical structure is that two inclined springs are 
connected in parallel with a vertical spring [1-4]. Le [5] designed a quasi-zero-stiffness vibration 
isolation system by combining the two connecting-rods with the spring, and applied it to the 
vibration isolation of automobile seat. Results show that vibration suppression is effective of 
significantly. Carrella [6, 7] designed a high-static-low-dynamic stiffness isolator by using 
magnets and linear mechanical springs. Meng [8, 9] designed a new QZS isolator by connecting 
a disk spring with a linear spring, and studied the influence of system parameters on the 
transmissibility by using averaging method. Huang [10] proposed a method to design a QZS 
system by using a linear spring in parallel with an Euler beam as negative stiffness. Xu [11] 
proposed a new model of QZS isolator by combing two symmetrical magnetic negative stiffness 
springs with a vertical linear spring. Zheng [12] proposed a QZS isolator using a ring permanent 
magnet as negative stiffness structure. The above mentioned negative stiffness is realized by 
mechanical spring or permanent magnet, and the size cannot be adjusted. Therefore, a novel 
variable stiffness isolator designed by magnetic springs in parallel with linear positive stiffness 
spring is presented. The dynamic characteristics of a two-degree-of-freedom system consisting of 
variable stiffness magnetic isolator are analyzed and studied. 
In the study of multi degree of freedom nonlinear vibration isolation system, the extraction of 
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amplitude–frequency characteristic curve is an important part to analyze its dynamic 
characteristics. However, due to the existence of coupling between the degrees of freedom and the 
transfer of energy between nonlinear modes in high-dimensional nonlinear systems, the analysis 
and calculation are more difficult than the low-dimensional system. At present, it is rare to study 
the amplitude-frequency characteristics of the multi-degree-of-freedom nonlinear vibration 
isolation system and the control law of the system dynamics. In this paper, the dimensionless 
dynamical model of two-degree-of-freedom nonlinear vibration system consisting of a variable 
stiffness magnetic isolator is established, and the approximate expression of amplitude-frequency 
characteristic curve is deduced. The variation characteristics of the amplitude-frequency 
characteristic curve under different control current conditions are obtained, which is an important 
foundation for the control of nonlinear vibration. 
2. Static analysis of the variable stiffness magnetic vibration isolator 
The configuration of the variable stiffness magnetic isolator considered in this paper is shown 
in Fig. 1. The magnetic spring is composed of electromagnet, armature and connecting rod. The 
magnetic springs act as a negative stiffness, connected with the mechanical spring at the position 
ܱ. Parameter ݇ is the vertical linear spring’s stiffness, ܮ is the length of the connecting rod, ℎ is 
the compression length of the vertical spring when the system reaches the static equilibrium 
position. The coordinate ݖ defines the displacement from the point ܱ. 
 
Fig. 1. Schematic of the variable stiffness magnetic isolator  
Relationship between magnetic force ௠݂ and displacement ݖ is given by [13-15]: 
௠݂ =
ߤ଴ܰଶܣ݅ଶ
4 ൤
1
(ݔ଴ − ∆ݔ)ଶ −
1
(ݔ଴ + ∆ݔ)ଶ൨, (1) 
where ℎ = 0.03 m, ܮ = 0.07 m, ݔ଴ = 0.008 m; ߤ଴ is air permeability, ߤ଴ = 4ߨ×10-7 H/m; ܰ is 
coil turns, ܰ = 470; ܣ is area of magnet pole; ݔ଴ is air gap between armature and electromagnet, 
ݔ଴ = 0.008 m; ∆ݔ is armature displacement and ݅ is coil current. 
Note that ∆ݔ = ඥܮଶ − (ℎ − ݖ)ଶ − √ܮଶ − ℎଶ, the relational expression between the applied 
force ݂ and the displacement z is given by: 
݂ = ݇ݖ + ߤ଴ܰଶܣ݅ଶ
ℎ − ݖ
ඥܮଶ − (ℎ − ݖ)ଶ
ۏ
ێ
ێ
ێ
ۍ 1
൫ݔ଴ − ඥܮଶ − (ℎ − ݖ)ଶ + √ܮଶ − ℎଶ൯
ଶ
− 1
൫ݔ଴ + ඥܮଶ − (ℎ − ݖ)ଶ − √ܮଶ − ℎଶ൯
ଶے
ۑ
ۑ
ۑ
ې
. (2) 
0x x 
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Introduce the non-dimensional parameters, መ݂ = ݂ (݇ℎ)⁄ ,  ̂ݖ = ݖ ℎ⁄ , ߟ = ݇ℎଷ (ߤ଴ܰଶܣ)⁄ , 
ଓሶመ = ݅ ඥߟ⁄ , ߙ = ܮ ℎ⁄ , ߚ = ݔ଴ ℎ⁄ , Eq. (2) becomes: 
መ݂ = ̂ݖ + ଓሶመଶ 1 − ̂ݖඥߙଶ − (1 − ̂ݖ)ଶ
ۏ
ێ
ێ
ێ
ێ
ۍ 1
ቀߚ − ඥߙଶ − (1 − ̂ݖ)ଶ + √ߙଶ − 1ቁଶ
− 1
ቀߚ + ඥߙଶ − (1 − ̂ݖ)ଶ − √ߙଶ − 1ቁଶے
ۑ
ۑ
ۑ
ۑ
ې
. (3)
Differentiating Eq. (3), the non-dimensional stiffness ܭ෡ of the system can be obtained: 
ܭ෡ = 1 + 2ଓሶመଶ(1 − ̂ݖ)ଶ
ۖە
۔
ۖۓ 1
ሾߙଶ − (1 − ̂ݖ)ଶሿൣߚ + √ߙଶ − 1 − ඥߙଶ − (1 − ̂ݖ)ଶ൧ଷ
+ 1
ሾߙଶ − (1 − ̂ݖ)ଶሿൣߚ − √ߙଶ − 1 + ඥߙଶ − (1 − ̂ݖ)ଶ൧ଷۙۖ
ۘ
ۖۗ
     −ଓሶመଶ(1 − ̂ݖ)ଶ
ۖە
۔
ۖۓ 1
ሾߙଶ − (1 − ̂ݖ)ଶሿଷ ଶൗ ൣߚ + √ߙଶ − 1 − ඥߙଶ − (1 − ̂ݖ)ଶ൧ଶ
− 1
ሾߙଶ − (1 − ̂ݖ)ଶሿଷ ଶൗ ൣߚ − √ߙଶ − 1 + ඥߙଶ − (1 − ̂ݖ)ଶ൧ଶۙۖ
ۘ
ۖۗ
     −ଓሶመଶ
ۖە
۔
ۖۓ 1
ඥߙଶ − (1 − ̂ݖ)ଶൣߚ + √ߙଶ − 1 − ඥߙଶ − (1 − ̂ݖ)ଶ൧ଶ
− 1
ඥߙଶ − (1 − ̂ݖ)ଶൣߚ − √ߙଶ − 1 + ඥߙଶ − (1 − ̂ݖ)ଶ൧ଶۙۖ
ۘ
ۖۗ
.
 (4)
The current range of the coil is: 0 ≤ ݅ ≤ 5A, then the non-dimensional current range is 
0 ≤ ଓሶመ ≤ 0.2. Fig. 2 shows the curve of the non-dimensional force- displacement and stiffness- 
displacement for different currents. As shown in the Fig. 2, when the current is small, the system 
stiffness is approximately linear. With the increase of the current, the system exhibits obvious 
nonlinear characteristics. 
3. Model of the two-degree-of-freedom system and amplitude-frequency equations 
3.1. Model of the two-degree-of-freedom system 
The model of the two-degree-of-freedom system is shown in Fig. 3. It includes the variable 
stiffness magnetic isolator ܭ௏  between an upper mass ܯଵ  and the middle mass ܯଶ ; a linear 
stiffness spring ܭଶ  between the middle mass and the foundation. ଵܺ , ܺଶ  are the vibration 
displacement; ܥଵ , ܥଶ  are the system damping; ܨ  is the excitation force amplitude; Ω  is the 
excitation frequency. 
By using Taylor-series expansion, ݂(ݕ) = ݂(ݕ଴) + ∑
௙(೤బ)
೙
௡!
ே௡ୀଵ (ݕ − ݕ଴)௡, expanding Eq. (3) at 
the static equilibrium position and substituting ݕො = ̂ݖ − 1 , an approximate expression of the  
non-dimensional force can be obtained: 
መ݂(ݕ) ≈ 1 + ߶ݕො + ߛݕොଷ, (5)
ܭ෡ ≈ ߶ + 3ߛݕොଶ, (6)
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where: 
߶ = 1 + ଓሶ
መଶ
ߙ൫ߚ + ߙ − √ߙଶ − 1൯ଶ
− ଓሶ
መଶ
ߙ൫ߚ − ߙ + √ߙଶ − 1൯ଶ
, 
ߛ = ଓሶ
መଶ
ߙଶ൫ߚ + ߙ − √ߙଶ − 1൯ଷ
+ ଓሶ
መଶ
2ߙଷ൫ߚ + ߙ − √ߙଶ − 1൯ଶ
+ ଓሶ
መଶ
ߙଶ൫ߚ − ߙ + √ߙଶ − 1൯ଷ
− ଓ̂
ଶ
2ߙଷ൫ߚ − ߙ + √ߙଶ − 1൯ଶ
. 
 
According to Newton’s law of motion, the system vibration equation is obtained: 
ܯଵ ሷܺଵ + ܥଵ൫ ሶܺଵ − ሶܺଶ൯ + ܨ௏ = ܨcos(Ωܶ) + ܯଵ݃,
ܯଶ ሷܺଶ − ܥଵ൫ ሶܺଵ − ሶܺଶ൯ − ܨ௏ + ܥଶ ሶܺଶ + ܭଶܺଶ = ܯଶ݃.
 (7) 
Introducing the non-dimensional parameters, ݂ = ܨ ݇ℎ⁄ ,  Ω଴ = ඥ݇ ܯଵ⁄ ,  ݇ଶ = ܭଶ ݇⁄ ,  
ߦଵ = ܥଵ ඥܯଵ݇⁄ , ߦଶ = ܥଶ ඥܯଵ݇⁄ , ߤ = ܯଵ ܯଶ⁄ , Ω = Ω଴߱ , ݐ = Ω଴ܶ , ܩ = 1 + ߤ , ଵܺ = ℎݔଵ ,  
ܺଶ = ℎݔଶ. 
The non-dimensional dynamic equation of the system can be expressed as: 
ݔሷଵ + ߦଵ(ݔሶଵ − ݔሶଶ) + ߶(ݔଵ − ݔଶ) + ߛ(ݔଵ − ݔଶ)ଷ = ݂cos(߱ݐ),
ݔሷଶ − ߤߦଵ(ݔሶଵ − ݔሶଶ) − ߤ߶(ݔଵ − ݔଶ) − ߤߛ(ݔଵ − ݔଶ)ଷ + ߤߦଶݔሶଶ + ߤ݇ଶݔଶ = ܩ. (8) 
 
 
a) 
 
b) 
Fig. 2. The curve of the non-dimensional force-displacement and stiffness-displacement 
 
Fig. 3. Two-degree-freedom vibration system 
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3.2. Amplitude-frequency equations 
Noting that ݔଵ − ݔଶ = ݕଵ, and yields: 
ݕሷଵ + ݔሷଶ + ߦଵݕሶଵ + ߶ݕଵ + ߛݕଵଷ = ݂cos(߱ݐ),
ݔሷଶ − ߤߦଵݕሶଵ − ߤ߶ݕଵ − ߤߛݕଵଷ + ߤߦଶݔሶଶ + ߤ݇ଶݔଶ = ܩ. (9)
The solution of the system is: 
ݕଵ = ܽଵ଴ + ෍ሾܾଵ௜(cos݅߱ݐ) + ܿଵ௜(sin݅߱ݐ)ሿ,
ே
௜ୀଵ
ݔଶ = ܽଶ଴ + ෍ሾܾଶ௜(cos݅߱ݐ) + ܿଶ௜(sin݅߱ݐ)ሿ.
ே
௜ୀଵ
 (10)
In order to facilitate analysis, set ܰ = 1, inserting Eq. (10) into Eq. (9) and omitting higher 
order terms, yields: 
ݕଵଶ = ොܽଵ଴ଶ + ෠ܾଵଵଶ cos߱ݐ + ܿ̂ଵଵଶ sin߱ݐ,
ݕଵଷ = ොܽଵ଴ଷ + ෠ܾଵଵଷ cos߱ݐ + ܿ̂ଵଵଷ sin߱ݐ.
 (11)
The system response is projected on the basis functions consisting of sine and cosine functions, 
and yields: 
ොܽଵ଴ଶ =
߱
2ߨ න (ܽଵ଴ + ܾଵଵcos߱ݐ + ܿଵଵsin߱ݐ
்
଴
)ଶ݀ݐ,
ොܽଵ଴ଷ =
߱
2ߨ න (ܽଵ଴ + ܾଵଵcos߱ݐ + ܿଵଵsin߱ݐ
்
଴
)ଷ݀ݐ,
 (12a)
෠ܾଵଵଶ =
߱
2ߨ න (ܽଵ଴ + ܾଵଵcos߱ݐ + ܿଵଵsin߱ݐ
்
଴
)ଶ݀ݐ,
෠ܾଵଵଷ =
߱
2ߨ න (ܽଵ଴ + ܾଵଵcos߱ݐ + ܿଵଵsin߱ݐ
்
଴
)ଷ݀ݐ,
 (12b)
ܿ̂ଵଵଶ =
߱
2ߨ න (ܽଵ଴ + ܾଵଵcos߱ݐ + ܿଵଵsin߱ݐ
்
଴
)ଶ݀ݐ,
ܿ̂ଵଵଷ =
߱
2ߨ න (ܽଵ଴ + ܾଵଵcos߱ݐ + ܿଵଵsin߱ݐ
்
଴
)ଷ݀ݐ.
 (12c)
Inserting Eq. (10), Eq. (11) and Eq. (12) into Eq. (9) and using the trigonometric function 
relation: 
ߛ(sin(߱ݐ) ቆ3ܽଵ,଴
ଶ ܿଵ,ଵ
2 +
3ܾଵ,ଵଶ ܿଵ,ଵ
8 +
3ܿଵ,ଵଷ
8 ቇ + cos(߱ݐ) ቆ
3ܽଵ,଴ଶ ܾଵ,ଵ
2 +
3ܾଵ,ଵܿଵ,ଵଶ
8 +
3ܾଵ,ଵଷ
8 ቇ
     + 3ܽଵ,଴ܾଵ,ଵ
ଶ
2 +
3ܽଵ,଴ܿଵ,ଵଶ
2 + ܽଵ,଴
ଷ ൯ + ߶൫ܽଵ,଴ + ܾଵ,ଵcos(߱ݐ) + ܿଵ,ଵsin(߱ݐ))
     +߱ߦଵ൫ܿଵ,ଵcos(߱ݐ) − ܾଵ,ଵsin(߱ݐ)) − ߱ଶ(ܾଵ,ଵ + ܾଶ,ଵ)cos(߱ݐ)
     −߱ଶ(ܿଵ,ଵ + ܿଶ,ଵ)sin(߱ݐ)  − ݂cos(߱ݐ) = 0,
 (13a)
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− ߤܽଵ,଴2 ൫3ߛܾଵ,ଵ
ଶ + 3ߛܿଵ,ଵଶ + 2߶) + sin(߱ݐ) ቆ−
3ߛߤܽଵ,଴ଶ ܿଵ,ଵ
2 −
3ߛߤܾଵ,ଵଶ ܿଵ,ଵ
8 + ߤߦଵܾ߱ଵ,ଵ
     −ߤߦଶܾ߱ଶ,ଵ −
3ߛߤܿଵ,ଵଶ
8 + ݇ଶܿଶ,ଵ − ߤ߶ܿଵ,ଵ − ߱
ଶܿଶ,ଵቇ
     +cos(߱ݐ) ൬− ߤܾଵ,ଵ8 (12ߛܽଵ,଴
ଶ + 3ߛܿଵ,ଵଶ + 8߶) −
3ߛߤܾଵ,ଵଷ
8 + (݇ଶ − ߱
ଶ)ܾଶ,ଵ
     +ߤ߱(ߦଶܿଶ,ଵ − ߦଵܿଵ,ଵ)) − ߛߤܽଵ,଴ଷ + ݇ଶܽଶ,଴ − ܩ = 0.
 (13b) 
Set the coefficients of sine and cosine in Eq. (13b) to be zero: 
− 3ߛߤܽଵ,଴
ଶ ܾଵ,ଵ
2 −
3ߛߤܾଵ,ଵܿଵ,ଵଶ
8 −
3ߛߤܾଵ,ଵଷ
8 + ݇ଶܾଶ,ଵ − ߤ߶ܾଵ,ଵ − ߱
ଶܾଶ,ଵ − ߤߦଵ߱ܿଵ,ଵ
+ ߤߦଶ߱ܿଶ,ଵ = 0, 
(14a) 
− 3ߛߤܽଵ,଴
ଶ ܿଵ,ଵ
2 −
3ߛߤܿଵ,ଵܾଵ,ଵଶ
8 −
3ߛߤܿଵ,ଵଷ
8 + ݇ଶܿଶ,ଵ − ߤ߶ܿଵ,ଵ − ߱
ଶܿଶ,ଵ + ߤߦଵܾ߱ଵ,ଵ
− ߤߦଶܾ߱ଶ,ଵ = 0. 
(14b) 
Combing Eq. (14a) and Eq. (14b): 
ܾଶ,ଵ = −
ߤ
8((݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ) ൫ܾଵ,ଵ
(−(݇ଶ − ߱ଶ)(12ߛܽଵ,଴ଶ + 3ߛܿଵ,ଵଶ + 8߶)
     −8ߤߦଵߦଶ߱ଶ) + ߱ܿଵ,ଵ(ߤߦଶ(12ߛܽଵ,଴ଶ + 3ߛܿଵ,ଵଶ + 8߶) − 8ߦଵ(݇ଶ − ߱ଶ))
     +3ߛߤߦଶܾ߱ଵ,ଵଶ ܿଵ,ଵ + 3ߛܾଵ,ଵଷ (߱ଶ − ݇ଶ)),
 (15a) 
ܿଶ,ଵ =
ߤ
8((݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ)
((12ߛܽଵ,଴ଶ + 3ߛܾଵ,ଵଶ + 3ߛܿଵ,ଵଶ + 8߶)
     ∙ (ߤ߱ߦଶܾଵ,ଵ + ܿଵ,ଵ(݇ଶ − ߱ଶ)) + 8߱ߦଵ(ܾଵ,ଵ(߱ଶ − ݇ଶ) + ߤ߱ߦଶܿଵ,ଵ)).
 (15b) 
Inserting Eq. (15) into Eq. (13a) and eliminating the secular terms, the coefficients of sine and 
cosine can be obtained: 
ߤ߱ଶ
8((݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ) ൫ܾଵ,ଵ
(−(݇ଶ − ߱ଶ)(12ߛܽଵ,଴ଶ + 3ߛܿଵ,ଵଶ + 8߶) − 8ߤߦଵߦଶ߱ଶ)
     +߱ܿଵ,ଵ(ߤߦଶ(12ߛܽଵ,଴ଶ + 3ߛܿଵ,ଵଶ + 8߶) − 8ߦଵ(݇ଶ − ߱ଶ)) + 3ߛߤߦଶܾ߱ଵ,ଵଶ ܿଵ,ଵ
     +3ߛܾଵ,ଵଷ (߱ଶ − ݇ଶ)) +
3ߛܽଵ,଴ଶ ܾଵ,ଵ
2 +
3ߛܾଵ,ଵܿଵ,ଵଶ
8 +
3ߛܾଵ,ଵଷ
8 − ߱
ଶܾଵ,ଵ + ߶ܾଵ,ଵ
     +߱ߦଵܿଵ,ଵ − ݂ = 0,
 (16)
− ߤ߱
ଶ
8((݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ)
((12ߛܽଵ,଴ଶ + 3ߛܾଵ,ଵଶ + 3ߛܿଵ,ଵଶ + 8߶)(ߤ߱ߦଶܾଵ,ଵ + ܿଵ,ଵ(݇ଶ − ߱ଶ))
     +8߱ߦଵ(ܾଵ,ଵ(߱ଶ − ݇ଶ) + ߤ߱ߦଶܿଵ,ଵ)) +
3ߛܽଵ,଴ଶ ܿଵ,ଵ
2
     + 3ߛܿଵ,ଵܾଵ,ଵ
ଶ
8 +
3ߛܿଵ,ଵଷ
8 − ߱
ଶܿଵ,ଵ + ߶ܿଵ,ଵ − ߱ߦଵܾଵ,ଵ = 0.
(17)
In order to satisfy the Eq. (13a), the constant term should be zero, and the higher order terms 
of ܽଵ଴ are omitted: 
ܽଵ,଴
2 (3ߛܾଵ,ଵ
ଶ + 3ߛܿଵ,ଵ,ଶ + 2߶) = 0. (18) 
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ܽଵ,଴ = 0 can be get from Eq. (18). Introduce ܿଵ,ଵ = ܣcos(ߠ), ܾଵ,ଵ = ܣsin(ߠ), where ܣ is the 
response amplitude of the system. Eq. (16) and Eq. (17) become: 
cos(ߠ) ቆ3ߛܣ
ଷ
8 −
3ߛߤ߱ଶ݇ଶܣଷ
8((݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ) +
3ߛߤ߱ସܣଷ
8((݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ)
     − ܣߦଵߦଶߤ
ଶ߱ସ
(݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ −
ܣ݇ଶߤ߶߱ଶ
(݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ +
ܣߤ߶߱ସ
(݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ
     −ܣ߱ଶ + ܣ߶) + sin(ߠ) ቆ 3ߛߤ
ଶ߱ଷߦଶܣଷ
8((݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ) +
ܣߤߦଵ߱ହ
(݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ
     − ܣ݇ଶߤߦଵ߱
ଷ
(݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ +
ܣߦଶߤଶ߶߱ଷ
(݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ + ܣ߱ߦଵቇ − ݂ = 0,
 (19)
sin(ߠ) ቆ3ߛܣ
ଷ߱ସ + 3ߛߤܣଷ߱ସ − 6ߛ݇ଶܣଷ߱ଶ + 3ߛߤଶܣଷ߱ଶߦଶଶ − 3ߛߤ݇ଶܣଷ߱ଶ + 3ߛ݇ଶଶܣଷ
8((݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ)
     +
ቆ ܣ߱
ଶ(߶߱ଶ − ߱ସ − ߤଶߦଶଶ߱ଶ + ߤ߶߱ଶ + 2݇ଶ߱ଶ
−ߤଶߦଵߦଵ߱ଶ − ݇ଶଶ + ߶ߤଶߦଶଶ − 2߶݇ଶ − ߶ߤ݇ଶ) + ܣ߶݇ଶଶቇ
(݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ
ی
ۋ
ۊ
     +cos(ߠ) ቆܣ߱(2݇ଶߦଵ߱
ଶ + ߤ݇ଶߦଵ߱ଶ − ߦଵ߱ସ − ߤߦଵ߱ସ − ߤଶߦଵߦଶଶ߱ଶ − ߶ߦଶߤଶ − ݇ଶଶߦଵ)
(݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ
     − 3ܣ
ଷߛߤଶߦଶ߱ଷ
8((݇ଶ − ߱ଶ)ଶ + ߤଶߦଶଶ߱ଶ)ቇ = 0.
 (20)
The amplitude-frequency relation expression ܣ − ߱ can be obtained by the combination of  
Eq. (19) and Eq. (20) and application of sinଶ(ߠ) + cosଶ(ߠ) = 1: 
64݂ଶ(−2݇ଶ߱ଶ + ݇ଶଶ + ߤଶߦଶଶ߱ଶ + ߱ସ) − ܣଶ(߱ଶ(ߤଶߦଶଶ(3ߛܣଶ − 8߱ଶ + 8߶)ଶ
     +߱ଶ(3ߛܣଶ(ߤ + 1) + 8(ߤ߶ − ߱ଶ + ߶)൯ଶ + 128ߦଵߦଶߤଶ߱ସ
     +64ߦଵଶ(ߤଶߦଶଶ߱ଶ + (ߤ + 1)ଶ߱ସ)൯ − 2݇ଶ߱ଶ൫(3ߛܣଶ − 8߱ଶ + 8߶)(3ߛܣଶ(ߤ + 1)
     +8(ߤ߶ − ߱ଶ + ߶)൯ + 64(ߤ + 1)ߦଵଶ߱ଶ + ݇ଶଶ൫(3ߛܣଶ − 8߱ଶ + 8߶)ଶ + 64ߦଵଶ߱ଶ)൯ = 0.
 (21)
4. Numerical simulations 
4.1. Amplitude-frequency characteristics 
When parameters ߤ = 0.2, ߦଵ = 0.1, ߦଶ = 0.2, ܩ = 1.2, ݇ଶ = 1, ݂ = 12, the current ଓሶመ is 0.02, 
0.04, 0.06 and 0.08, the amplitude-frequency curves of the two-degree-of-freedom isolation 
system are shown in Fig. 4. As can be seen from the Fig. 4, there are two pseudo-resonant peaks 
in the amplitude-frequency curve, and one is in the low frequency band, the other exists in higher 
frequency band. The first peak is the normal resonance peak, and the curve of the second resonance 
curves is obviously bent, that is, the resonance frequency shift occurs. It can be seen from the 
amplitude-frequency relationship Eq. (21) that the relationship between amplitude and frequency 
is not simple linear, so the phenomenon of multiple amplitudes at a frequency is presented. And 
the resonance curve is shifted at this time. 
When the current increases from 0.02 to 0.04, the amplitude-frequency curve of the system is 
shown in Fig. 4(b). Compared with Fig. 4(a), the vibration peak is obviously reduced. The first 
resonance peak is reduced from 3.5 to 2.3, and the second resonance peak is reduced from 11.4 to 
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7.8. When the current increases to 0.06, the vibration peak is further reduced, as shown in  
Fig. 4(c). When the current increases to 0.08, the peak value of vibration remains downward. At 
the same time, it can be seen from Fig. 4 that with the increase of current, the bending degree of 
the curve becomes larger, which indicates that the nonlinear characteristics of the system are more 
and more obvious. 
 
a) ଓሶመ = 0.02 
 
b) ଓሶመ = 0.04 
 
c) ଓሶመ = 0.06 
 
d) ଓሶመ = 0.08 
Fig. 4. The amplitude-frequency curve of the system when current is varied 
4.2. Chaotic vibration of the system 
According to the previous analysis, the system shows obvious nonlinear characteristics. 
Especially, when the system is in the chaotic parameter region, it will produce chaotic vibration. 
Since the Lyapunov exponent is an important indicator to judge whether the system is in chaos. 
The Lyapunov exponent spectrum of the system can be calculated according to different 
parameters, thus providing the basis for chaotic identification.  
When parameters ߤ = 0.2, ߦଵ = 0.1, ߦଶ = 0.2, ܩ = 1.2, ݇ଶ = 1, ݂ = 12, the current ଓሶመ is 0.02, 
0.04, 0.06 and 0.08, the Lyapunov exponent curve of the system is shown in Fig. 5. It can be seen 
from the figures that when the current value is small, with the excitation frequency in the range of 
0.1 to 10 changes, the interval of the positive maximum Lyapunov exponent curve is sparse, as 
shown in Fig. 5(a), which indicating that the system is in periodic motion parameters. As the 
current increases, the interval of the positive maximum Lyapunov exponent is gradually becoming 
denser. Especially in Fig. 5(d), the maximum Lyapunov exponent of the system is greater than 
zero in most parameter intervals, which indicates that the system moves from periodic motion to 
chaotic vibration. This is consistent with the analysis in Fig. 4. 
According to the result of Fig. 5, when parameters ߤ =  0.2, ߦଵ = 0.1, ߦଶ = 0.2, ܩ =  1.2, 
݇ଶ = 1, ݂ = 12, the current ଓሶመ is 0.02, 0.08 and the excitation frequency is 3.3, the phase diagram 
of the system is shown in Fig. 6. As can be seen from Fig. 6(a), (b), the system is in a periodic 
vibration state and the phase diagram is a limit cycle. From Fig. 6(c), (d), it can be seen that the 
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system is in chaotic vibration state, and the phase diagram is a strange attractor. Therefore, the 
system under different control conditions will exhibit different nonlinear dynamic behaviors. 
 
a) ଓሶመ = 0.02 
 
b) ଓሶመ = 0.04 
 
c) ଓሶመ = 0.06 
 
d) ଓሶመ = 0.08 
Fig. 5. The Lyapunov exponent spectrum when current is varied 
 
a) The limit cycle when ଓሶመ = 0.02 
 
b) The limit cycle when ଓሶመ = 0.02 
 
c) Chaotic response when ଓሶመ = 0.08 
 
d) Chaotic response when ଓሶመ = 0.08 
Fig. 6. The phase diagram of the system 
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5. Conclusions 
In this paper, a study of the two-degree-of-freedom nonlinear vibration system with a variable 
stiffness magnetic isolator has been presented. The mathematical model of the  
two-degree-of-freedom nonlinear vibration system is established. The approximate expression of 
the amplitude-frequency characteristic of the system is deduced, and the amplitude-frequency 
characteristic curve of the two-degree-of-freedom vibration system is obtained. The influence of 
the control current on the amplitude frequency characteristic curve is studied. It is observed that 
there are two pseudo-resonant peaks in the amplitude–frequency curve, and one is in the low 
frequency band, the other exists in higher frequency band. However, the region of the high 
frequency band has a tongue structure, which shows that there are nonlinear factors in the system. 
The resonance frequency shift phenomenon and the multi-amplitude characteristics at the same 
frequency are appeared. As the control current changes, the system's amplitude-frequency curve 
also changes. The specific rule is that when the control current increases, the resonance peaks of 
the system decrease, and the bending degree of the second resonance peak curve becomes larger. 
The curve of the Lyapunov exponent spectrum of the nonlinear system is calculated, and the 
chaotic parameter region of the system is obtained. The amplitude frequency characteristic curves 
of the system under the condition of chaotic parameters are analyzed. The results showed that the 
system can effectively be in the chaotic state under certain parameter conditions, and the linear 
spectrum can be effectively controlled. 
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